CONTINUOUS FURNACES, OVENS, & KILNS

Left - Continuous fluorescent tube
furnace complete with a high speed
spin roller/chain conveyor.

Right - Television lehr utilizing
THERMEQ package burner.

Left - High temperature roller hearth
furnace and cooling line for the metal
heat treating industry.




CONTINUOUS FURNACES, OVENS, & KILNS

Feature / Benefits

Heatlng Systems: Heat Transfer Systems:
- Package Burners -THERMEQ designed . Convection- Convection heat transfer is
package burners can be used on most achieved by using THERMEQ designed high
applications including radiant tubes, ported capacity recirculating fans or high velocity
tubes, and direct fired burners. direct fired burners.

- Radiant Tubes- THERMEQ uses different - Radiation - To produce radiation heat transfe
types of radiant tubes in our equipment from THERMEQ utilizes radiant tubes or electrical
multi-turn “W-tubes” to single turn heating elements.

“U-tubes”. These tubes are used in
applications where products of combustion Conveyor Systems:
may harm the product. Mesh Belt

- Ported Tubes- Ported tubes are used in - Cast Belt
projects where flue products in the process - Roller Hearth
are not a concern. Ported tubes offer the - Chain Conveyor
efficiency of a direct fired burner with the - Custom Systems
effect of a radiant tube. _

. Direct Fired Burners - Direct firing is used Custom Design . . :
in projects where flue products are not a - THERMEQ's continuous equipment is
concern. Direct fired burners are the most custom designed to meet the customer’s

efficient method of gas firing. needs. This includes sizing to meet both

- Heating Element Bungs- THERMEQ uses space considerations and capacity
both single element bungs and multi-element requirements for specific heat treat needs.

bungs for electric heating applications.

Insulatlon

Coollng Systems: Castable

- Induced Air - This system utilizes the - Brick
recirculating fan to draw room air into the - Ceramic Fiber .
oven. - Mineral Wool Fiber

- Injected Air - This method of cooling is - Fiber Board
used mainly in radiation only applications. A - Ramming Plastic
cooling air blower is used to force air into the - Graphite Board
system.

THERMEQ GROUP is an engineering and fabricati
organization that serves industry by offering otwstomer
technology, equipment, and servicAHERMEQ GROUP has
capable staff of engineers and craftsmen that hete technic
knowledge and practical field experiencEHERMEQ GROUP
provides our customers with high quality equipmédast delivery,
and trained technicians.
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