
BELT ALIGNMENT AND TRACKING 

THERMEQ 

Left - A severely misaligned conveyor 
belt that has cut its way through the 
side channels, compromising the 
structural integrity of the conveyor 
bed. 

Right - A belt aligner retrofitted to an 
existing piece of equipment.   

Left - A charge end steering roll.  The 
charge roll is adjustable horizontally 
by placing shims behind the bearing 
base. 



Feature / Benefits 

BELT ALIGNMENT AND TRACKING 

THERMEQ 
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WWW.THERMEQ.COM 

THERMEQ   GROUP is an engineering and fabrication 
organization that serves  industry by offering our customers 
technology, equipment, and service.  THERMEQ  GROUP has a 
capable staff of  engineers and craftsmen that have both technical 
knowledge and practical field experience. THERMEQ  GROUP 
provides our customers with high quality equipment, fast delivery, 
and trained technicians.   

TEC-113f 

····    Squaring Rolls - Prior to shipment of 
new or refurbished equipment, 
THERMEQ squares all rolls to the 
centerline of the equipment.  
THERMEQ also checks the rolls after 
installation to ensure the rolls are square 
after shipping and installation. 

 
····    Leveling Rolls & Skids - Prior to 

shipment of new or refurbished 
equipment, THERMEQ levels all rolls 
and skids.   THERMEQ also checks the 
rolls and skids after installation to 
ensure they are level after shipment and 
installation. 

 
····    Belt Tracking -  THERMEQ can supply 

engineering and labor  to troubleshoot 
belt alignment issues.  THERMEQ will 
inspect the conveyor system, make 
adjustments, report on all findings, and 
make suggestions regarding potential 
problem areas. 

····    Belt Aligner - The use of an automatic 
belt aligner provides continuous 
adjustment of belt tracking. 

  
····    Steering Roll - The steering roll is 

manually skewed to adjust belt tracking. 
 
····    Adjustable Charge Roll -  THERMEQ 

provides a unique system which allows 
adjustment of the charge roll by adding 
or removing shims behind one of the 
bearings.   This system provides belt 
tracking at the charge end. 

 
····    Adjustable Discharge Roll -  

THERMEQ provides a unique system 
which allows adjustment of the discharge 
roll by adding or removing shims behind 
one of the bearings.   This system 
provides belt tracking at the discharge 
end. 

 
····    Rack and Pinion Take-up - This system 

uses a rack mounted floating take-up roll.  
The racks are used to maintain alignment 
of the roll, maintaining belt tracking. 


